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RURAL HIGHWAY

Notes:

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow.

2. Centerline cones are optional and may be eliminated S00FT. | __
where space constraints exist. If cones are used, place (13 Skip Lines)
them 100 FT. (Min.) From flagger.

3. State Law signs (NYR9-11 or NYR9-12) are optional if the Yo
anticipated work duration is less than 4 hours. If used,
State Law sign to be placed 1000 FT. in advance of .
initial warning sign. 250 FT.(Min.)—»@D

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD  from Flagger
AHEAD" Sign (W20-4) shall be removed, covered or turned
away from road users when flagging operations are not 120 ET.
oceurring. . . (3 Skip Lines)

5. Should the traffic queue up prior to the advance warning
signs the “BE PREPARED TO STOP" sign can be added fo
the sign series at the location shown or the entire advance

2 . co e 200-300 FT.
warning sign series shall be moved to a location prior fo e
, (5-7 Skip Lines)
the queued traffic.

| W m—

— g

W20-7a W3-4
36x36in. 36x36 in.
W20-4

36x36 in.

This sign shall be located
G202  a Maximum distance of
36x18in. 500' (12 Skip Lines) past
the work area.

W20-1
36x36 in.

S500FT.
(13 Skip Lines)
Flag tree
s

A Work area

PO

(Optional)
See Note 5

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME

LANE CLOSURE WITH FLAGGERS
ON

RURAL
TWO-LANE CONVENTIONAL HIGHWAY

—
-

FEBRUARY 2009 TAST-C1R

:'/—500 FT. (13 Skip Lines)

: (Optional)
See Note 5

,_\¥500 FT. (13 Skip Lines)

3

500 FT.
(13 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

- 100 FT. Max.

___w(2.5 Skip Lines)
[y

120 FT.
(3 Skip Lines)
- Y
@)<«— 250 FT. (Min.)

from Flagger

&

500 FT.
(13 Skip Lines)

500 FT.
(13 Skip Lines)

NOT TO SCALE
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(2019 NYSDOT Specific Projects) (Federal & State Funds)

Page 3 of 29

RURAL HIGHWAY

Notes:

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where fraffic conditions allow.

2. Centerline cones are optional and may be eliminated where space

consfraints exist. If cones are used, place them 100 FT. (Min.)
from flagger.

3. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated

work duration is less than 4 hours. If used, State Law sign fo be
placed 1000 FT. in advance of initial warning sign.

. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD"
Sign (W20-4) shall be removed, covered or tumed away from
road users when flagging operations are not occurring.

- Should the traffic queue up prior to the advance warning
signs the “BE PREPARED TO STOP" sign can
be added to the sign series at the location
shown or the entire advance warning sign
series shall be moved fo a location prior o
the queued traffic.

&
500 FT.

(13 Skip Lines)

A

500 FT.
{13 Skip Lines})

Wa-4
36x36 in. ROAD
WORK
AHEAD
Sign shall be
W20-7a located 500 FT.
: 120 FT.
i in advance of N
36x36 in. intersection (3 Skip Lines)
200-300 FT.
’ s (6-7 Skip Lines
This sign shall be located
- GQ(J-2I a Maximum distance of
36x18n. 500" (12 Skip Lines) past
the work area.
W20-1
36x36 in.
. Flag tree %
500 FT.
| Work area (13 Skip Lines)
NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
COPERATION INVOLVING
DAYTIME
LANE CLOSURE PRIOR TO AN

INTERSECTION WITH FLAGGER CONTROL
ON

RURAL
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C2R

(Optional)
See Note

lIT

I
.l
N
I
a)

i
A
A
Y

ROAD

500 FT. WORK

(13 SkipLines)  AHEAD
Sign shall be

(Optional) located 500 FT.

See Note 5 in advance of
intersection
500 FT.

(13 Skip Lines) ’
i

250 FT.
From Flagger

L 100 FT. Max.

b

k

LY

500 FT.
(13 Skip Lines)

L J
-

500 FT.
(13 Skip Lines)

y(2.5 Skip Lines)

ote 1

100 FT. Max.

y (2.5 Skip Lines)

120 FT.

¥ (3 Skip Lines)

250 FT. From Flagger

NOT TO SCALE
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Notes:

1. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where fraffic condifions
allow.

2. Centerline cones are opfional and may be eliminated
where space constraints exist. If cones are used, place

them 100 FT. (Min.) From flagger.

3. State Law signs (NYR9-11 orgJeYRQ—Q} are optional
if the anticipated work durafion is less than 4 hours. If
used, State Law sign fo be placed 1000 FT. in advance
of initial waming sign.

4. "BE PREPARED TO STOP" Sign (W3-4) and "ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
or turned away from road users when flagging operations
are not occuring.

RURAL HIGHWAY

WAIT GO
ON ON
STOP | | SLOW

(13 Skip Lines)

(13 Skip Lines)

(3 Skip Lines)

(5-7 Skip Lines)

500 FT.

500 FT.

120 FT.

200-300FT.

W20-4
36x36 in.
6202 This sign shall be located a Maximum
26 1_8 . distance of 500' (12 Skip Lines) past
X180 the work area.
W20-1 W34
36x36 in. 36x36 in.

Automated Flagger
B—  Device with Stop/Slow
Panels and Signs

-~

oy Work Area

WORK ZONE TRAFFIC CONTROL

NYSDOT

SHORT-TERM STATIONARY

LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES

TWO-LANE CONVENTIONAL HIGHWAY

OPERATION INVOLVING
DAYTIME

(STOP/SLOW PANELS)
ON
RURAL

FEBRUARY 2009 TAST-C3R

(13 Skip Lines)

500 FT.

%

500FT.
(13 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

100 FT. Max.
(2.5 Skip Lines)

120 FT.
(3 Skip Lines)

500 FT.

(13 Skip lines)

500 FT.
(13 Skip Lines)

NOT TO SCALE
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RURAL HIGHWAY

L

Notes:

1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period. A - -

2. The barrier vehicle shall be an unoccupied large dump truck, o
with the parking brake set and with the front wheels turned =5
away from the employees in the work area. ==

3. There shall be no workers. equipment. or other vehicles in the K E
buffer space or the roll ahead distance. s|@ .

4. Any buffer distance provided in advance of the barrier vehicle | Cone spacing not
set-up will add fo the safety of the work area. The buffer spaceis | = to exceed 40 FT.
from the end of the lane taper to the beginning of the work area.

5. State Law signs (NYRS-11 or NYRS-12) are optional if the ,
anticipated work duration is less than 4 hours. If used, State 100 FT. Min.
Law sign to be placed 300-500 FT. In advance of initial . (2.5 Skip Lines)
warning sign. )
Spotter
Recommended
Speed Roll Ahead
Limit Buffer Space 3
(Mph) pa Distance _
30 | 200° (5 Skip Lines) |40’ (1 Skip Line) - 8 B e Setn
; A ; P @2 E arier Vehicle Set-upis
35 | 250° (~6 Skip Lines) |40’ (1Skip Line) T 3 % used: Barrier Vehicle is
40 | 305 (~8 Skip Lines) | 40" (1 Skip Line) " F Required and TMIA
45 | 360° (9 Skip Lines) |80 (2 Skip Lines) 3 5 Recommended.
50 | 425 (~11 Skip Lines) | 80" (2 Skip Lines) § g|i
55 | 495 (~13 Skip Lines) | 80° (2 Skip Lines) & =
& =2
s 2
This sign shall be located a Maximum @
- G202 distance of 500' (12 Skip Lines) past See Note 4
K18 the work area.
L

-
Y

W20-1 W21-5 2 200 FT.
36x36 in. 36x36 in. = (5 Skip Lines)
<=
Work Area
500 FT. (Min.)

Arrow Panel
_ (Caution Mode)
DESEB  Barier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

(1 Reference Marker)

SHORT-TERM STATIONARY
OPERATION INVOLVING

SHOULDER CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON

RURAL
TWO-LANE CONVENTIONAL HIGHWAY

500 FT. (Min.)
(1 Reference Marker)

FEBRUARY 2009 TAST-C4R

NOT TO SCALE
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RURAL HIGHWAY

Notes:

1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

2. The barrier vehicle shall be an unoccupied large dump truck,
with the parking brake set and with the front wheels turned
away from the employees in the work area.

3. There shall be no workers, equipment, or other vehicles in the
buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier vehicle
set-up will add to the safety of the work area. The buffer space

is from the end of the lane taper to the beginning of the work area.
5. State Law signs (NYR9-11 or NYR9-12) are optional if the L

anticipated work duration is less than 4 hours. If used, State
Law sign to be placed 300-500 FT. In advance of initial warning sign.

500 FT. (Min.)
(1 Reference Marker)

Taper -

Lengths | Shoulder | gy ]

Limit | Spcy | f2sedon | o Cy | Ahead | F
(Mph) Lane Shift__{ g snint |Distance| 2 3
10 [ 1 [ 12 8 &

30 | 2000 | 150° | 165 | 180" | 20°-30° 40 3 3
% | 250 |205 225|245 2540 | a0 [ &S
0 | 305 |20 |so0|320| 50 | 40 | & 2
% | 360 |50 |5 |sa0 | 6090 | s0 | 2 %
2 B

50 | 425 | 500 | 50| 600’ [ 70100 | 80’ 5
55 | 495 | s550° | 605 | 660' | 751100 | 80’ !

48x24 in.
This sign shall be located a Maximum

[ROABWOR] 5202, distance of 500' (12 Skip Lines) past

the work area.

W4-2R NYW8-33

36x36in. 48x%24 in.

W20-1 W20-5R

36x36 in. 36x36 in.

Arrow Panel --'-
_ (Caution Mode)

Barrier Vehicle [ Work Area
DEEED it TmA 2,

NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON

RURAL
MULTI-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C5R

—— — E— —— E——— EE—— E—— — — — — —— —

IFB #23151

Cone spacing not
to exceed 40 FT.

" 100 FT. Max.
“{2.5 Skip lines)

[ ]
Spotter
_ o H Recommended

If Barrier Vehicle set-up is used:
Barrier Vehicle and TMIA
are Required if speeds are
45 mph or greater. Barrier
Vehicle is Required and
TMIAis Recommended if
speeds are less than 45 mph.

I

See Note 4

e

See Table
for Lane Taper

L)

» (=

r
L See Table for
Shoulder Taper

(L3)

a
*

500 FT. (Min.)
(1 Reference Marker)

500 FT. {Min.)
(1 Reference Marker)

500 FT. {Min.)
(1 Reference Marker)

NOT TO SCALE
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RURAL HIGHWAY 7 Y 1~ | T TAST-C7R
e
(i
| &
1. Short-term stationary is daytime work that occupies ~ See Note 2 v
alocation for more than 1 hour within a single y S
daylight period. la |
2. In urban cenditiens, advance warmning sign spacing = Cone spacing not
may be reduced toa 100 FT. (Min.) in order to I% gg to exceed 40 FT.
accommodate side streets and driveways. R I (1 Skip Line)
3. The Barrier Vehicle shall be an unoccupied large dump X 'y
truck, with the parking brake set and with the front wheels ' 200 ET.
turned away from the employees in the work area. (Optional) | Skio Li :
4. There shall be no workers. equipment, or other vehicles (7 Skip Lines)
in the buffer space or the roll ahead distance. J . ¥
5. Any buffer distance provided in advance of the barrier 'y I
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper to the beginning =
of the work area. = 5 I Barrier Vehicle
B. If using BOTH a Barrier vehicle and a Buffer Space, E o H and TMIA Required
first place the Barrier Vehicle at the required roll-ahead &= . if Buffer Space
distance from the work area, and then provide as much @@ cannot be obtained.
Buffer Space as practicable. gg I
7. State Law signs (NYR9-11 or NYRS-12) are optional if the « % _
the anticipated work duration is less that 4 hours. If used, = & ol Ahead
State Law sign is to be placed 300 FT. In advance of the @ Distance
initial warning sign. a0 FT.
¥ | y (2 8kip Lines)
'{ml';m L Buffer Space 1 ¢
360" (9 Skip Li ||| . Spotters
45 (9 Skip Lines) ! Recommended
50 425 (~11 Skip Lines)
- 1 X
55 495’ (~13 Skip Lines) X I X Roll Ahead
—_ Distance
This sign shall be located % - 80FT.
- G20-2  aMaximum distance of L I y (2 SkipLines)
36x18in. 500 (12 Skip Lines) past 82 -
the work area. 22 | Barrier Vehicle
22 : and TMIA Required
w201 W20-5 Cg if Buffer Space
36x36 in. 36x36 in. i I' cannot be obtained.
o
7 W ' Rd-7 y I
ork Area -
m 24x30in. I ¥
300 FT.
_ Arrow Panel (Caution Mode) | (7 Skip Lines)
(Optional) v
m Barrier Vehicle with TMIA 4+ 500FT
| (~13 Skip Lines)
See Note 2
NYSDOT VN
WORK ZONE TRAFFIC CONTROL |
SHORT-TERM STATIONARY
OPERATION INVOLVING | 500 ET.
TWO-WAY LEFT TURN LANE CLOSURE (~13 Skip Lines)
ON
RURAL | ,
CONVENTIONAL HIGHWAY :
FEBRUARY 2009  TAST-C7R NOT TO SCALE

IFB #23151
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

200FT.
Notes:
1. In urban conditions, advance warning sign spacings may  See Note 1
be reduced to a 100 FT. (Min.) in order to accommodate side
streets and driveways.

2. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow.

3. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

4. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. If used,
State Law sign to be placed 1000 FT. in advance of

inifial waming sign.

5. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD

200 FT.

From Flagger

the sign series at the locafion shown or the entire advance
warning sign series shall be moved to a locafion prior to

the queued traffic.

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME
LANE CLOSURE WITH FLAGGERS
ON
LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY

FEBERUARY 2009  TAST-C1UL

(5 Skip Lines)

(5 Skip Lines)

100 FT. (Min.}—/’.

AHEAD" Sign (W20-4) shall be removed, covered or 80 FT.
turned away from road users when flagging operations (2 Skip Lines)
are not occurring.

6. Should the fraffic queue up prior fo the advance waming 300-300 FT.

signs the "BE PREPARED TO STOP" sign can be added to (5-7 Skip Lines)

W20-Ta W3-4
36x36in. 36x36 in.
W20-4
36x36in.
This sign shall be located
G20-2 . a Maximum distance of
36x18in.  500'(12 Skip Lines) past
the work area.
s 2001
’ (5 Skip Lines)
. Flag Tree % (Optional)
i See Note 6
Work Area
NYSDOT
WORK ZONE TRAFFIC CONTROL

r
-

— g F g g

e . £ B0 £ £ 0o

- om P ——

-

0L

-

::/—200 FT. (5 Skip Lines)

(Optional)

3 See Note 6

:_\200 FT. (5 Skip Lines)
3

200FT.
(5 Skip Lines)

-
I~

100 FT. Max.
2.5 Skip Lines)

Cone spacing not

to exceed 40 FT.
(1 Skip Line)
- 100 FT. Max.
w (2.5 Skip Lines)
A BOFT.
&: v (2 Skip Lines)
~—100 FT. (Min.) From Flagger

e —
4

200 FT.
(5 Skip Lines)

r

200FT.
(5 Skip Lines)
See Note 1

NOT TO SCALE

IFB #23151
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LOW SPEED URBAN HIGHWAY :
30-40 h
Notes: ( mph) vlr T

1. In urban conditions, advance waming sign spacings may be reduced
toa 100 FT. (Min.} in order to accommodate side streets and driveways. 7
2. Barrier vehicles are not required for flagging operations. A buffer space
may be provided where fraffic conditions allow. (200 FT.
3. Centerline cones are optional and may be eliminated where space (5 Skip Lines)
constraints exist. If cones are used, place them 100 FT. (Min.) See Note 1

from flagger. Y
4. State Law signs (NYRS-11 or NYR9-12) are optional if the anticipated Iy l

ROAD
200 FT. WORK
(5 Skip Lines) AHEAD
Sign shall be
(Optional) located 200 FT.

See Note 6 in advance of
intersection

200 FT.
(5 Skip Lines) .

work duration is less than 4 hours. If used, State Law sign to be
placed 1000 FT. in advance of initial waming sign. 200 FT.

5. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" (5 Skip Lines)
Sign (W20-4) shall be removed, covered or turned away from
road users when flagging operations are not occurring.
6. Should the traffic queue up prior to the advance
waming signs the “BE PREPARED TO STOP” sign -

can be added to the sign series at the location

shown or the entire advance warning sign series shall ‘|

be moved to a location prior to
the queued traffic. t .

WORK ZONE TRAFFIC CONTROL

—
W34 ! l
36x36 in. ﬁ%&i 1 100 FT.
AHEAD ptional)  From Flagger
Sign shall be :
W20-7a located 200 Ffr 0T ¥ 3
36x36 in. in advance o (2 Skip Lines)y ,
200-300 FT.
’ s (5-7 Skip Lines ‘
This sign shall be located I 100 FT. Max.
- G20-2 5 Maximum distance of | (2.5 Skip Lines)
36x18n. 500" (12 Skip Lines) past g
the work area. - I.J
W20-1 See Note 2
36x36 in. | - & 100 FT. Max.
% } .l | | (25 Skip Lines)
4 : 4+ B0 FT.
Flag .
. ag tree 00T (Of ! o ¥ (2 Skip Lines)
"1 Work area (5Skip Lines) | ot 100 FT. From Flagger
NYSDOT i | ==X

1\!’
(Optional) 8:% ?%:TL
SHORT-TERM STATIONARY See Noto 6 RE (5 Skip Lines)
OPERATION INVOLVING Sho
DAYTIME -
LANE CLOSURE PRIOR TO AN = - .
INTERSECTION WITH FLAGGER CONTROL 200FT. (5 Skip Lines)
ON See Note 1

LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY

LY

FEBRUARY 2009 TAST-C2UL NOT TO SCALE

IFB #23151
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LOW SPEED URBAN HIGHWAY

(30-40 mph)
Notes: 200 FT.
1. In urban conditions, advance warning sign spacings (5 Skip Lines)
may be reduced to a 100 FT. (Min.) in order to See Iﬁote1

accommodate side streets and driveways.

2. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where fraffic conditions
allow.

3. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place

200 FT.

them 100 FT. (Min.) From flagger. (& Skip Lines)
4, State Law signs (NYR9-11 or NYR9-12) are optional
if the anticipated work duration is less than 4 hours. If used,

State Law sign to be placed 1000 FT. in advance of initial
waming sign.
5.“BE PREPARED TO STOP" Sign (W3-4) and “ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered 200 FT.
or turned away from road users when flagging operations (5 Skip Lines)
are not occurring. 80FT.
& E (2 Skip Lines)
200-300 FT.
wair | M eo (57 Skip Lines) = X100 FT. Max.
ON ON 2.5 Skip Lines)
STOP | | SLOW S
; .-"'::.-' - l-l__"‘ .
~.~.7~]  Cone spacing not
W20-4 74 to exceed 40 FT.
36x36in. A ',rj}- (1 Skip Line}
620-2 This sign shall be located a Maximum '
- 36 -8' distance of 500 (12 Skip Lines) past @
X18IN. the work area. ee Note 2
W20-1 W3-4 100 FT. Max.
36x36 in. 36x36 in. (2.5 Skip Lines)
80 FT.
Automated Flagger 200 ET. (2 Skip Lines)
Device with Stop/Slow (5 Skip Lines)
Panels and Signs
Work Area
R
NYSDOT
WORK ZONE TRAFFIC CONTROL
200FT.
SHORT-TERM STATIONARY - - (5 Skip lines)
OPERATION INVOLVING
DAYTIME =2
LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES 200 FT
(STOP/SLOW PANELS) .
o (50 L
LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY l =
FEBRUARY 2009  TAST-C3UL

NOT TO SCALE

IFB #23151
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2

URBAN HIGHWAY

-
A

Arrow Panel
_ (Caution Mode)
CEED  Barrier Vehicle with TMIA

NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
SHOULDER CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)

ON
URBAN

TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009

TAST-C4U

Notes: -
1. Short-term stationary is daytime work that occupies a location N\O, |-
for more than 1 hour within a single daylight period. 5 &

. In urban conditions, advance warning sign spacing may be 5 g ,,E, A
reduced (100 FT. Min.) in order to accommodate side streets 3| /%] £
and driveways. 8|3l

. The barrier vehicle shall be an unoccupied large dump truck, & & rE g
with the parking brake set and with the front wheels turned = 25|S
away from the employees in the work area. il 3 s

. There shall be no workers, equipment, or other vehicles in the (%’ S|a §
buffer space or the roll ahead distance. z |s|

. Any buffer distance provided in advance of the barrier vehicle S| |-£
set-up will add to the safety of the work area. The buffer space is
from the end of the lane taper to the beginning of the work area.

. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. f used, State 3
Law sign to be placed 300-500 FT. In advance of initial
warning sign.

e Roll Ahead
Limit Buffer Space E
(Mph) pa Distance
30 | 200° (5 Skip Lines) |40’ (1 Skip Line) .
=]
35 | 250° (~6 Skip Lines) |40’ (1Skip Line) = _E
40 | 305 (~8 Skip Lines) |40’ (1 Skip Line) 8 g
45 | 360" (9 Skip Lines) |80’ (2 Skip Lines) 3 2
50 | 425 (~11 Skip Lines) | 80’ (2 Skip Lines) § %‘%
55 | 495 (~13 Skip Lines)| 80" (2 Skip Lines) @ %
& =
a 2
620-2 This sign shall be located a Maximum &8
- 6 1_8' distance of 500" (12 Skip Lines) past
*181N- the work area.
!
W20-1 W21-5
36x36in. 36x36 in.

IFB #23151

= [rost o

Cone spacing not
to exceed 40 FT.

100 FT. Min.
(2.5 Skip Lines)

Spotter
Recommended

If Barrier Vehicle Set-upis

used: Barrier Vehicle is

Required and TMIA
Recommended.

See Note 4

200 FT.
(5 Skip Lines)

< —F Low Speed Urban
(3040 mph):
200 FT. (5 Skip Lines)
High Speed Urban

(45-55 mph):
350 FT. (9 Skip Lines)

See Note 2 for
Sign Spacing
Options

Low Speed Urban
(30-40 mph):
200 FT. (5 Skip Lines)
High Speed Urban
(45-55 mph}:
350 FT. (9 Skip Lines)

NOT TO SCALE
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LOW SPEED URBAN HIGHWAY 1 1. | 1. TAST-C5UL
(30-40 mph) I
e one| = T
Notes: |
1. Short-term stationary is daytime work that occupies a location for more
than 1 hour within a single daylight period. |
2. In urban conditions, advance warning sign spacing may be reduced to a I
100 FT. (Min.} in order to accommodate side streets and driveways. i
3. The Barrier Vehicle shall be an unoccupied large dump truck, with the | : 100 FT. Max.
parking brake set and with the front wheels turned away from the employees 25 Skip Lines)
in the work area. I : y
4. There shall be no workers, equipment, or other vehicles in the buffer | ¥ Sootte
space or the roll ahead distance. 8. potier
5. Any buffer distance provided in advance of the barrier vehicle set-up will — | — || Recommended
add to the safety of the work area. The buffer space is from the end of ‘ i )
the lane taper to the beginning of the work area. < Roll Ahead Distance
6. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated = £ < 40FT.
work duration is less that 4 hours. If used, State Law sign is to be 2 g . (1 Skip Line)
placed 300 FT. In advance of the initial warning sign. o & i If Barrier Vehicle
& "li Al Set-up is used:
20% 8 Barrier Vehicle
Speed Limit 2 © l - is Required
(Mph) Buffer Space T 5 I N\ and TMIA
30 200° (5 Skip Lines) s & | Recommended
& i See Note 5
35 250° (~7 Skip Lines) = : e
A A
40 305’ (~8 Skip Lines) 3 |
This sign shall be located |- ?"”e Spadcl’éggt
G20-2 g Maximum distance of 220 FT. | : Oﬁxgﬁr‘l Line) :
36x18 in. 500' (12 Skip Lines) past (8 Skip Lines) b
the work area. l
W20-1 W4-2R I
36x36 in. 3636 in. | T
| - =
NYWB8-33 W20-5R i T
48x24 in. 36x36in. I
200 FT.
- Wi-6L | (5 Skip Lines)
48x24 in. I
Arrow Panel |
_ (Caution Mode) I _._;r
A
Barrier Vehicle
CEER Borervenie [777] wokara I
| 200 FT.
NYSDOT | (5 Skip Lines)
WORK ZONE TRAFFIC CONTROL
l I See Note 2 for
SHORT-TERM STATIONARY l £ Sign Spacing
OPERATION INVOLVING | P
RIGHT LANE CLOSURE 200 FT
(CURBED OR NO SHOULDER) | 5 Skio Lin
ON I ( ip Lines)
LOW SPEED URBAN (30-40 mph)
ONE-WAY CONVENTIONAL HIGHWAY | T y
FEBRUARY 2009  TAST-C5UL NOT TO SCALE

IFB #23151
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

,_- TAST-CBUL
ry

Notes:
1. Short-term stationary is daytime work that occupies a location for more than 200 F.T- Ma.x
1 hour within a single daylight period. "(5 Skip Lines)
2. Inurban condiions, advance warning sign spacing may be reduced to a 100 FT. " Spofter
(Min.) in order to accommodate side streets and driveways. Rpecummnded
3. The Barrier Vehicle shall be an unoccupied large dump truck with the parking
brake set and with the front wheels turned away from the employees in the Cone spacing not
work area. , . 1o exceed 40 FT.
4. There shall be no workers, equipment, or other vehicles in the buffer space or (1 Skip Line)
the roll ahead distance. 'y ﬁ: P
5. Any buffer distance provided in advance of the barrier vehicle set-up o
will add to the safety of the work area. The buffer space is romthe & 3 Roll Ahead Distance
end of the lane taper to the beginning of the work area. E E 40FT. {1 Skip Line)
6. State Law signs (NYR3-11 or NYR9-12) are optional if the @ o
anticipated work duration is less that 4 hours. if used, State 3 o E ¥ \oh 42
Law sign is to be placed 300 FT. In advance of the initial ] 3l o | mo If Barrier Vehicle
warning sign. ?} k< _ Set-up is used:
T Barrier Vehicle #1
& =
Z & is Required and
Spﬂ:‘d e’ Buffer Space “ = TMIA Recommended.
(Mph) : See Note 5 Barrier Vehicle #2
30 200° (5 Skip Lines) .. 4 I Recommended and
35 250" (~7 Skip Lines) ‘ 7 l . TMIAis Recommended
40 305 (~8 Skip Lines) % = |
= g
z| | or (=]
G20-2 This sign shall be located a Maximum - 1
. distance of 500" (12 Skip Lines) past Y 1 — %
36x18 in.
the work area. I
640 FT. I 320 FT.
W20-5aR WQ-ELI (16 Skip Lines (8 Skip Lines)
36x36 in. 36x36 in. ‘ |
W20-1 W4-2R I 320 FT.
36x36 in. 36x36 in. (Optional) I (8 Skip Lines)
v I y
- NYW8-33 W1-6L T
48x24 in. 48x24 in. I
T {Optional)
,r.f:f,.- Work Area 3?0 FT‘ I »
(8 Skip Lines) "ot
Amrow Panel I OR -
(Caution Mode) R |
B k
Barrier Vehicle with TMIA I 200 T
| (5 Skip Lines)
NYSDOT I
WORK ZONE TRAFFIC CONTROL | — Y
SHORT-TERM STATIONARY | 15 8o L)
OPERATION INVOLVING See Note 2
RIGHT TWO LANE CLOSURE B y for spacing
(CURBED OR NO SHOULDER) I option
ON 200 FT. ’
LOW SPEED URBAN (30-40 mph) | {5 Skip Lines)
ONE-WAY CONVENTIONAL HIGHWAY | X
.
1
FEBRUARY 2009  TAST-C6UL | NOT TO SCALE
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(2019 NYSDOT Specific Projects) (Federal & State Funds)

LOW SPEED URBAN HIGHWAY
(30-40 mph)

Notes:

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single
daylight period.

2. Inurban conditions, advance warning sign spacing
may be reduced to a 100 FT. (Min.} in order to
accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump
truck, with the parking brake set and with the front wheels
turned away from the employees in the work area.

4. There shall be no workers. equipment. or other vehicles
in the buffer space or the roll ahead distance.

5. Any buffer distance provided in advance of the barrier
vehicle will add fo the safety of the work area. The buffer
space is is from the end of the lane taper fo the beginning
of the work area.

6. [f using BOTH a Barrier vehicle and a Buffer Space,
first place the Barrier Vehicle at the required roll-ahead
distance from the work area, and then provide as much
Buffer Space as practicable.

7. State Law signs (NYR9-11 or NYR8-12) are opfional if
the anticipated work duration is less that 4 hours. If used,

State Law sign is to be placed 300 FT. In advance of the
inttial wamning sign.

SPeR | Buffer Space

30 200’ (5 Skip Lines)
35 250’ (~7 Skip Lines)
40

_ Arrow Panel (Caution Mode)
CEEEE  Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
CPERATION INVOLVING
TWO-WAY LEFT TURN LANE CLOSURE
ON
LOW SPEED URBAN (30-40 mph)
CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C7UL

See Note 2

g
i

~[rorBon]

(5 Skip Lines)

el
rl--

Cone spacing not
to exceed 40 FT.
(1 Skip Line)
: 160FT.
(Optional) (4 Skip Lines)
o
26 Barrier Vehicle
E o Required and TMIA
%1 :— Recommended
83 if Buffer Space
&3 cannot be obtained.
52
5 Roll Ahead

1
305’ (~8 Skip Lines) | Roll Ahead
. Distance
o . = 40 FT.
G20-2 Tlh|s sign shall be Iocatgdq Maximum =© | (1 Skip Lines)
- 3618 in, distance of 500" (12 Skip Lines) past i w
the work area. 1 P Barrier Vehicle
s S I Required and TMIA
w2041 W20-5 @ ® Recommended
36x%36 in. 36x36in. Lw if Buffer Space
@ I cannot be abtained.
' R4-7 |
7] Work Area 285301n. I ;

160 FT.
{4 Skip Lines)
(Optional)

y
b 200 FT.
(5 Skip Lines)
See Note 2

200 FT.
5 Skip Lines)

h———_
-

NOT TO SCALE
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Notes:

LOW SPEED URBAN HIGHWAY
(30-40 mph)

1. Short-term stationary is daytime work that occupies a location for
more than 1 hour within a single daylight period.
2. In urban conditions, advance warning sign spacing may be reduced
(100 FT. Min.) in order to accommodate side streets and driveways.
3. The barrier vehicle shall be an unoccupied large dump truck with
the parking brake set and with the front wheels turned away from the
employees in the work area.
4. There shall be no workers, equipment, or other vehicles in the 1

In

W20-1
36x36in.

G20-2  This sign shall be located a Maximum
36x18in. distance of 500" (12 Skip Lines) past

buffer space or the roll ahead distance.
5. Any buffer distance provided in advance of the barrier vehicle set-up

will add to the safety of the work area. The buffer space is from the
end of the lane faper to the beginning of the work area.
6. State Law signs (NYR9-11 or NYR9-12) are optional if anticipated
work duration is less than 4 hours. If used, State Law sign fo be
placed 300 FT in advance of initial warning sign.
7. Place "ROAD WORK AHEAD" signs on side road 100-200 FT.

advance of intersection.

|

30 200’ (5 Skip Lines)
35 250° (~7 Skip Lines)
40 305* (~8 Skip Lines)

- NYW8-33
36x18in.

Wi4-2R
36x36 in.

Wi1-6L
48x24 in.

W20-5R
36x36in.

the work area.

g Work Area

Amrow Panel
(Caution Mode)

CESER  Barrier Vehicle with TMIA

RIGHT LANE CLOSURE THRU INTERSECTION

ONE-WAY CONVENTIONAL HIGHWAY

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

(CURBED OR NO SHOULDER)

ON
LOW SPEED URBAN (30-40 mph)

FEBRUARY 2009 TAST-C8UL

F]

See Note 7

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required.

30 FT.

30FT.
3

80FT. 4
(2 Skip
Lines) ¥

Lt

320 FT.
(8 Skip Lines)

h 4

] A

100 FT. Max.
(2.5 Skip Line)
r

Roll Ahead distance
40FT.
{1 Skip Line)

v [fBarrier Vehicle

set-up is used:

_ Barrier Vehicle
is Required
- and TMIAis

Recommended.

See Note 5

Cone spacing not
y to exceed 40 FT.

{1 Skip Line)

k

See Note 7

" =)

200 FT.
(5 Skip Lines)

- ®

200FT.
(5 Skip Lines)

See Note 2
for spacing
options

200 FT.
(5 Skip Lines)

e

k

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow.

. Centerline cones are optional and may be eliminated
where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. If used,
State Law sign o be placed 1000 FT. in advance of

initial warning sign.

4. Flagger Symbol Sign (W20-7a) and “*ONE LANE ROAD
AHEAD" Sign (W20-4) shall be removed, covered or furned
away from road users when flagging operations are not
occuming.

5. Should the fraffic queue up prior fo the advance warning
signs the “BE PREPARED TO STOP" sign can be added to
the sign series at the location shown or the enfire advance 555 405 FT
warning sign series shall be moved fo a location prior fo (5-7 Skip Line-s}
the queued fraffic.

350 FT.
(9 Skip Lines)

P
— — — —— — — — —

(#%]

175 FT.(Min.)—»{®)

from Flagger

120 FT.
(3 Skip Lines)

— T f | B ——

- m— — —

W3-4

W20-7
2 36x36 in.

36x36 in.

W20-4
36x36 in.

This sign shall be located
G20-2 3 Maximum distance of
36x18in. 500 (12 Skip Lines) past
the work area.
W20-1
36x36in.

350FT.
(9 Skip Lines)

Flag tree

Work area

(Optional)
See Note 5

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME

LANE CLOSURE WITH FLAGGERS
ON

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

— — — — —— —— — i — — 0 f B D e (e e WG Kb RN W G =

FEBERUARY 2009 TAST-C1UH

-

*-

3

:'/— 350 FT. (9 Skip Lines)

(Opfional)
i SeeNote 5
,_\; 350 FT. (9 Skip Lines)

350 FT.
(9 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

c 100 FT. Max.

(2.5 Skip Lines)
L

120 FT.
(3 Skip Lines)

(Fre—o

175 FT. (Min.)
from Flagger

-9

350 FT.
(9 Skip Lines)

y
h

350 FT.
(9 Skip Lines)

A

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY

(45-55 mph)

Notes:

1. Barrier vehicles are not required for flagging operations.

A buffer space may be provided where traffic conditions allow. L

2. Centerline cones are optional and may be eliminated where space
constraints exist. If cones are used, place them 100 FT. (Min.) 350 FT.
from flagger. (9 Skip Lines)

3. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated ROAD
work duration is less than 4 hours. If used, State Law sign to be 35,0 FT WORK
placed 1000 FT. in advance of initial warning sign. ' l (9 Skip Lines) Si;ﬁsﬂﬁ)ba

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" .

Sign (W20-4) shall be removed, covered or fumed away from (9 Skipa EL?ng} éggtﬁggl}s l?ﬁifg;:}g ';,T
road users when flagging operations are not occurring. l intersection

5. Should the traffic queue up prior to the advance warning 350 FT.
signs the "BE PREPARED TO STOP" sign can (9 Skip Lines)
be added fo the sign series at the location -
shown or the entire advance warning sign -
series shall be moved fo a location prior fo 1

the gueued traffic.

W3-4 b
36x36 in. ROAD 175 FT.
:ﬁ% al)  From Flagger -
Sign shall be :
W20-7a located 350 Ffr 120 FT X = 2
i in advance of LT | ’

36x36in. intersoction (3 Skip L|nes}!, |
200-300 FT.

W20-4 ey

36x36in. (6-7 Skip Lines

This sign shall be located k100 FT. Max.
G20-2 3 Maximum distance of l (2.5 Skip Lines)

Bx18in. 5o (12 Skip Lines) past

%
L

=
+
=
s
) 4

[ 1 /S . ) ) (S |1 T, S ——————

the work area. :
W20-1 . See Note 1
36360 : | 1] % 100 FT. Max.
% | Iy :_%ﬂs gll_(ip Lines)
Flagt z ;
agiree oo 1| © Y ¥ (3 Skip Lines)
"] Work area (9 Skip Lines) | 175 FT. From Flagger
NYSDOT = .
WORK ZONE TRAFFIC CONTROL @ |
(Optional) E;'L SQEngTL
SHORT-TERM STATIONARY See Note 5 :% (9 Skip Lines)
OPERATION INVOLVING =3 ”
DAYTIME 3
LANE CLOSURE PRIOR TO AN - 350 FT
INTERSECTION WITH FLAGGER CONTROL 9 Skio Li
ON (9 Skip Lines)

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

Ut -'-"

FEBRUARY 2009 TAST-C2UH NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:
1. In urban conditions, advance warning sign spacings

may be reduced fo a 100 FT. (Min.) in order to
accommodate side streets and driveways.

2. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where traffic conditions

allow.
3. Centerline cones are optional and may be eliminated

where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

. State Law signs (NYR9-11 or NYR9-12) are optional
if the anticipated work duration is less than 4 hours. If
used, State Law sign fo be placed 1000 FT. in advance
of initial waming sign.

. "BE PREPARED TO STOP" Sign (W3-4) and "ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
or turned away from road users when flagging operations
are not occurring.

WAIT GO
ON ON
STOP | | SLOW

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME
LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES
(STOP/SLOW PANELS)

ON

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C3UH

350 FT.

(9 Skip Lines)
ote 1

See

|
wl'I

350 FT.
(9 Skip Lines)
K
3B0FT.
- (9 Skip Lines)
120F1. T
(3 Skip Lines)
200-300FT.
(57 Skip Lines) 100 FT. Max.
¥2.5 Skip Lines)

Cone spacing not

W20_4. to exceed 40 FT.
36x36in. (1 Skip Line)
5202 This sign shall be located a Maximum
- 26 1_8 . distance of 500’ {12 Skip Lines) past

XI8N: the work area.
W20-1 W34 100 FT. Max.
36x36 in. 36x36 in. {2.5 Skip Lines)

120 FT.
Automated Flagger 350 FT. (3 Skip Lines)
B—  Device with Stop/Slow (9 Skip Lines)
Panels and Signs
Work Area
NYSDOT

30 FT.
(9 Skip lines)

350 FT.
(9 Skip Lines)
See Note 1

!
|
-
1
&
|
|
I ,
2
|
2
I ’
-
|
a
!
=
1
o
1
o
]
!
;
!
I
[]
1

{

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

o
Notes:

1. Short-term stationary is daytime work that occupies a location for more
than 1 hour within a single daylight period.

2. In urban conditions, advance warning sign spacing may be reducedto a
100 FT. (Min.) in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck, with the
parking brake set and with the front wheels turned away from the employees
in the work area.

4. There shall be no workers, equipment, or other vehicles in the buffer
space or the roll ahead distance.

5. Any buffer distance provided in advance of the barrier vehicle set-up will
add to the safety of the work area. The buffer space is from the end of
the lane taper to the beginning of the work area.

6. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated
work duration is less that 4 hours. If used, State Law sign is to be
placed 300 FT. In advance of the initial wamning sign.

|
>

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required

s”?ﬁ,‘pk')“‘* Buffer Space
45 360’ (9 Skip Lines)
50 425' (~11 Skip Lines) !
55 495' (~13 Skip Lines) EY

This sign shall be located

G20-2  aMaximum distance of 320 FT.
36x18 in. 500' (12 Skip Lines) past (8 Skip Lines)

the work area.

w20-1 W4-2R

36x36 in. 36x36 in.
v

NYW8-33 W20-5R

48x24 in. 36x36 in.

W1-6L
48x24 in.

Arrow Panel
_ {Caution Mode) -
Barrier Vehicle %
== with TMIA Work Ara

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE

(PAVED SHOULDER LESS THAN 8 FT.)
ON

HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C5UH

100 FT. Max.
2.5 Skip Lines)
-~
g ! Spotter
<« N Recommended
y

Roll Ahead Distance
B0FT.
(2 Skip Lines)
e If Barrier Vehicle
Set-up is used:
Barrier Vehicle

- is Required

= and TMIA
4 Recommended
See Note 5

A 4

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

pay
re

350 FT.
{9 Skip Lines)

H’

350 FT.
{9 Skip Lines)

See Note 2 for
: Sign Spacing
Cptions

350 FT.
(9 Skip Lines)

F,

Bl

R

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)
Notes:

1. Short-term stationary is daytime work that occupies a location for more than

1 hour within a single daylight period.

2. Inurban cenditions, advance warning sign spacing may be reduced to a 100 FT.

(Min.} in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck with the parking
brake set and with the front wheels turned away from the employees in the

work area.

4. There shall be no workers, equipment, or other vehicles in the buffer space or

the roll ahead distance.

5. Any buffer distance provided in advance of the barrier vehicle set-up
will add to the safety of the work area. The buffer space is from the

end of the lane taper to the beginning of the work area.
6. State Law signs (NYR9-11 or NYR9-12) are optional if the

anticipated work duration is less that 4 hours. If used, State

Law sign is to be placed 300 FT. In advance of the initial
warning sign.

Spa{-:‘dwl;l)mlt Buffer Space
45 360’ (9 Skip Lines)
50 425" (~11 Skip Lines)
55 495" (~13 Skip Lines)

- ggﬁg in distance of 500' (12 Skip Lines) past
* the work area.
W20-5aR W9—2LI
36x36 in. 36x%36 in.
W20-1 W4-2R
36x36 in. 36x36 in.
48x24 in. 48x24 in.
Work Area
Amrow Panel
(Caution Mode)
CEER Barer Vehicle with TMIA
NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(CURBED OR NO SHOULDER)
ON

HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C6UH

This sign shall be located a Maximum

]

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required.

ole

660 FT
1. (16 Skip Lines)

1320 FT.
(32 Skip Lines

W

{Optional)

¢

660 FT.
(16 Skip Lines)

®0&

k
200 FT. Max.
(5 Skip Lines)
¥

Spotter
Recommended

=

3

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

Roll Ahead Distance
80 FT. (2 Skip Lines)

L \eh #2

if Barrier Vehicle
Set-up is used:
Barrier Vehicle #1
is Required and
TMIA Recommended.
Barrier Vehicle #2
Recommended and
TMIAis Recommended

See Note 5

660 FT.
(16 Skip Lines)

—®

BGEOFT.
{16 Skip Lines)

=

{Optional)

350 FT.
(9 Skip Lines)

350 FT.
(9 Skip Lines)

See Note 2
4 for spacing
option.

350 FT.
(9 Skip Lines)
F

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
(45-55 mph)

= [rorbors]

—

Notes:

1. Shortterm stationary is daytime work that occupies ~ See Note 2
alocation for more than 1 hour within a single
daylight period.

2. In urban cenditions, advance warning sign spacing Cone spacing not
may be reduced toa 100 FT.(Min.} in order to to exceed 40 FT.
accommodate side streets and driveways. (1 Skip Line)

3. The Barrier Vehicle shall be an uneccupied large dump

truck, with the parking brake set and with the front wheels )
turned away from the employees in the work area. (Optional) ' _'agok? FJ

4. There shall be no workers. equipment, or other vehicles (~8 Skip Lines)
in the buffer space or the roll ahead distance. . 1

5. Any buffer distance provided in advance of the barrier ] I -
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper to the beginning =
of the work area. Be | Barrier Vehicle

6. If using BOTH a Barrier vehicle and a Buffer Space, o ‘_‘g = and TMIA Required
first place the Barrier Vehicle at the required roll-ahead (72 JpE . if Buffer Space
distance from the work area, and then provide as much g 8 cannot be obtained.
Buffer Space as practicable. =2 I

7. State Law signs (NYR9-11 or NYRS-12) are optional if @ 2 _
the anticipated work duration is less that 4 hours. If used, £ E Roll Ahead
State Law sign is to be placed 300 FT. In advance of the om | Distance
initial warning sign. 80 FT.

| | (2 Skip Lines)
SPeoh | Butfor Space l .
s S Spotters
45 360’ (9 Skip Lines) ! w Rec et
425’ (~11 Skip Lines)

50
55 495’ (~13 Skip Lines)

»|

 Roll Ahead

This sign shall be located
- G20-2 a Maximum distance of
36x18 in. 500" (12 Skip Lines) past

the work area.

A

Buffer Space (See Table)
SeeNotes 4,586

Barrier Vehicle
and TMIA Required

W20-1 W20-5 if Buffer Space
36x36 in. 36x36 in. cannot be obtained.

o] ke n Eﬁgmn.

: -
0071
_ Arrow Panel (Caution Mode) | (~8 Skip Lines)
{Optional)
m Barrier Vehicle with TMIA 350 FT.
| (~9 Skip Lines)
NYSDOT See Note 2
WORK ZONE TRAFFIC CONTROL |
SHORT-TERM STATIONARY
OPERATION INVOLVING | as0FT
TWO-WAY LEFT TgEN LANE CLOSURE (~9 Skip Lines)
HIGH SPEED URBAN (45-55 mph) I
CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C7UH

NOT TO SCALE
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HIGH SPEED URBAN HIGHWAY
Notes: (45-55 mph)

1. Shori-term stationary is daytime work that occupies a location for
more than 1 hour within a single daylight period.
2. In urban conditions, advance warning sign spacing may be reduced
to a 100 FT. (Min.) in order to accommodate side streets and driveways.
3. The barrier vehicle shall be an unoccupied large dump truck with
the parking brake set and with the front wheels turned away from the
employees in the work area.
4. There shall be no workers, equipment, or other vehicles in the

buffer space or the roll ahead distance.
5. Any buffer distance provided in advance of the barrier vehicle set-up

will add to the safety of the work area. The buffer space is from the
end of the lane taper fo the beginning of the work area.

6. State Law signs (NYR9-11 or NYR9-12) are optional if the
anticipated work duration is less than 4 hours. If used, State Law

sign to be placed 300 FT. in advance of initial waming sign.
7. Place "ROAD WORK AHEAD" signs on side road 100-200 FT.
In advance of intersection.

e e

45 360’ (9 Skip Lines)
50 425’ (~11 Skip Lines)
55 495’ (~13 Skip Lines)

- NYW8-33
36x18in.

W4-2R W1-6L
36x36 in. ABx24 in.
660 FT.

W20-1
. W20-5R
36x36 in. . 36x36in.
(16 Skip Lines)

Gzo.2  Thissign shall be located a Maximum
36x18 in. distance of 500' (12 Skip Lines) past 3

" the work area.

Work Area

EIES Amow Panel
— (Caution Mode)

CEEHE Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required.

®

See Note 7

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE THRU INTERSECTION
(CURBED OR NO SHOULDER)
ON
HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

1

il

FEBRUARY 2009

TAST-C8UH

] ]

" 100 FT. Max.
(2.5 Skip Line)

Spotter
Recommended
3

Roll Ahead distance
80 FT.
(2 Skip Lines)

v [fBarrier \iehicle

set-up is used:
Barrier Vehicle

is Required
- and TMIA is

Recommended.

3

See Note 5

Cone spacing not
Y to exceed 40 FT.

(1 Skip Line)

1
I
!
4
|
|
—
_:
,-
)
I.
7
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

k

See Note 7

350 FT.
(9 Skip Lines)

See Note 2
for spacing
options

350 FT.
(9 Skip Lines)

®

NOT TO SCALE
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FREEWAY OR EXPRESSWAY

Notes:

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single
daylight period.

2. The barrier vehicle shall be an unoccupied large
dump truck with the parking brake set left in low or
reverse gear and with the front wheels turned away
from the employees in the work area.

3. There shall be no workers. equipment. or other

vehicles in the buffer space or the roll ahead distance. [ ,
4. Any buffer distance provided in advance of the Roll Ahgng$|SMnoe
barrier vehicle will add to the safety of the work area. 2 Ski L'-
5. State Law signs (NYR9-11 or NYR9-12) are optional | (¢SkpLines)
if anticipated work duration is less than 4 hours. If .
used State L.Iaw s!gn to be placed 1000 FT. in advance _ Barrier Vehicle
of initial warning sign. Required
TMIA
Recommended
[y
This sign shall be located See Note 4
G20-2  aMaximum distance of
48x24 in. 500 (12 Skip Lines) past ,
the work area. Cone spacing not
to exceed 40 FT.
W21-5aR W20-1 (1Skip Line)
48x48 in. 48x48 in. \ 4
A
200FT.
(5 Skip Lines)
w215 W215bR —x
48x48 in. 48x48 in.
500 FT.
{1 Reference Marker)
V ‘ Work Area
_ Arrow Panel
(Caution Mode)
S . . . 500FT.
Barrier Vehicle with TMIA (1 Reference Marker)
NYSDOT OR
WORK ZONE TRAFFIC CONTROL
SHORT-TERM STATIONARY
OPERATION INVOLVING 1500 FT.
SHOULDER CLOSURE (3 Reference Markers)
(PAVED SHOULDER 8 FT. OR WIDER)
ON
FREEWAY OR EXPRESSWAY
AUGUST2008  TAST-E1 NOT TO SCALE

\ Spotter
Recommended

IFB #23151
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2.

FREEWAY OR EXPRESSWAY

Notes:
1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

-*

The barrier vehicle shall be an unoccupied large dump truck with
the parking brake set and with the front wheels tumed away from

the employees in the work area.

buffer space or the roll ahead distance.

. Any buffer distance provided in advance of the barrier vehicle

will add to the safety of the work area.

. State Law signs (NYR3-11 or NYRS-12) are optional if
anticipated work duration is less than 4 hours. If used,
State Law sign fo be placed 1000 FT. in advance of iniial

waming sign.

Taper
Speed Lengths
Limit based on
(Mph) Lane Shift

100 | 117 ] 12

55 | 550' | 605° | 660’

60 | 600’ | 660° | 720°

65 | 650" | 715’| 760’

[ O

48x24 in.

[ |
48x24in.

W20-5R
48x48 in.

This sign shall be located
a Maximum distance of
500" (12 Skip Lines) past
the work area.

W20-1
48x48 in.

W4-2R

ey
;";f" <+ Work Area

Arrow Panel
{Caution Mode)

m Barrier Vehicle with TMIA

NYSDOT

48x48 in.

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008 TAST-E2

. There shall be no workers, equipment, or other vehicles in the

Roll Ahead
Distance
BOFT.

(2 Skip Lines)

Vehicle #1
and
TMIA Required

See Note 4

See Table for
Lane Taper
Distance

A J

200 FT.
(5 Skip Lines]"

TAST-E2
= wonBone
" 100 FT. Max.
"[2.5 Skip Line)

S
s Spotter

Recommended

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

Vehicle #2 is
Recommended but
not required, and may
be a vehicle otherthan a

large dump. TMIA is
Recommended
4

OR iu
Iy
4

_& 1000FT.
(2 Reference Markers)

>

1500 FT.
(3 Reference Markers)

»le
<

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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FREEWAY OR EXPRESSWAY
PAVED SHOULDER LESS THAN 8 FT.

[ corRom |
Notes:

1. Shori-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

2. The barrier vehicle shall be an unoccupied large dump truck
with the parking brake set and with the front wheels turned away
from the employees inthe work area.

3. There shall be no workers, equipment. or other vehicles in the
buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier vehicle will
add to the safety of the work area.

5. State Law signs (NYR9-11 or NYR9-12) are optional if anticipated
work duration is less than 4 hours. If used, State Law sign to be placed
1000 FT. in advance of initial warning sign.

Fe e — ———

Taper

Shoulder -
peed Lengths [
?.Imlt hased on h;r;'de ;n
(Mph) Lane Shift £-6 Shift
10 | 11| 12 See Note 4

55 | 550° | 605’ | 660° | 75'-110°
60 | 600’ | 660’ | 720° | B80'-120°
65 650" | 715°| 760" | 90°-130°

This sign shall be located ngnga%ﬁ gr
G20-2 a Maximum distance of Distance

48x24 in. 500" (12 Skip Lines) past
the work area.

3

W20-1 y
, See Table for 4

48x48 in. Shoulder Taper
Distance 3

W20-5R W4-2R
48x48in. 48x48 in.
=i
Work Area
_ Arrow Panel
(Caution Mode)
Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

NYW8-33
48x24 in.

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

M — — — — —— —— —— — —— S S S S B SN e D S . e e S W WS T T W TN B T M, e s s ow

—
—
—

AUGUST 2008 TAST-E3

N\

TAST-E3
[ nonBhom
F 100 FT. Max.
(2.5 Skip Line)

Spofter
Recommended

b

Roll Ahead
Distance

80 FT.

(2 Skip Lines)
¥

Barrier Vehicle
And
TMIA Required

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

| . e

'y

1000 FT.
(2 Reference Markers)

1500 FT.
(3 Reference Markers)

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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FREEWAY OR EXPRESSWAY

Notes:

1. Shori-term stationary is daytime work that occupies
a location for more than 1 hour within a single daylight
period.

2. The barrier vehicle shall be an unoccupied large dump
truck with the parking brake set and with the front wheels
tumed away from the employees in the work area.

3. There shall be no workers, equipment, or other vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier
vehicle will add to the safety of the work area.

5. State Law signs (NYR9-11 or NYR9-12) are optional
if anticipated work duration is less than 4 hours. If used,
State Law sign to be placed 1000 FT. in advance of initial
warning sign.

Taper
Speed Lengths
Limit based on
(Mph) Lane Shift
10 | 11" | 120
55 550" | 605’ | 660°

60 600° | 660' | 720°

NYW8-33
4Bx24in. This sign shall be located

- G20-2 a Maximum distance of
48x24 in. 500 (12 Skip Lines) past
the work area.

(Caution Mode)
Barrier Vehicle [ "
m with TMIA o | Work Area

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008 TAST-E4

65 | 650° | 715 | 760° (3 Reference Markers)

(Optional)
W9-2L W20-1
48x48 in. 48x48 in.
xaeim See Table for
Lane Taper
Distance

W20-5aR 3241?83 ‘
4848 in. X320 In. 200 FT. 1

(5 Skip Lines)y
Amow Panel

Downstream Taper

100 FT. Max.

Per Travel Lane

Required

See Note 4

See Table for
Lane Taper
Distance

.

1500 FT.

Ro

Barrier Vehicle #1 and TMIA

'“- TAST-E4
“T Spotter
Recommended

I Ahead Distance
80 FT.
(2 Skip Lines)

Required.

Barier Vehicle #2 is Required
and TMIA Recommended.
Barrier Viehicle #3 is Recommended

but
veh

not Required, and may be a
icle other than a large dump.
TMIA Recommended.

' OR im

760 FT.
(19 Skip Lines)

Cone spacing
not to exceed
40 FT.
(1 Skip Line)
ip Lines)
{Optional)

= - e

L

y

3

A

1000 FT.
(2 Reference Markers)

1500 FT.
(3 Reference Markers)

2600 FT.

(5 Reference Markers)

NOT TO SCALE
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FREEWAY OR EXPRESSWAY --.-
PAVED SHOULDER LESS THAN 8 FT. Downstream Taper
Notes: 100 FT. Max.
1. Short4term stationary is daytime work that occupies PerRT ravgl Iaane
a location for more than 1 hour within a single daylight equire
period.
2. The barier vehicle shall be an unoccupied large dump
truck with the parking brake set and with the front wheels
tumed away from the employees in the work area.
3. There shall be no workers. equipment. or other vehicles
in the buffer space or the roll ahead distance. _
4. Any buffer distance provided in advance of the barrier +
vehicle will add to the safety of the work area.
5. State Law signs (NYR9-11 or NYR9-12) are optional See Note 4
if anticipated work duration is less than 4 hours. If used,
State Law sign fo be placed 1000 FT.in advance of initial A i
warning sign. 1
Taper See Table for
Speed Le:pulu s'.:.::f:' Lane Taper
Limit based on by Distance
(Mph) Lane Shift £-8' Shift
10 | 11" | 120
55 | 550’ | 605’ | 660’ | 75110’ ¥
60 ‘| es0 | 720° | 80%-120°
600° | 66O’ | 720 80°-120 1520 FT.
65 | 650° | 715"] 760° | 90’1300 (3 Reference Markers)
48x24 in.
This sign shall be located
- G20-2 aMaximum distance of
48x24in. 500" (12 Skip Lines) past
the work area.
(Optional) T
W9-2L W20-1
48x48 in. 48x48 in. See Table for
Lane Taper
Distance
W20-5aR W4-2R
48x48 in. 48x481in. See Table for &
Shoulder Taper
Distance’ X
_ Amow Panel
{Caution Mode)
Barrier Vehicle E
NYSDOT
WORK ZONE TRAFFIC CONTROL
SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY
MARCH 2009 TAST-E5

g BN gy

oy ;,:j f fmd  Spotter
=4 N Recommended

*Roll Ahead Distance
80FT.
v (2 Skip Lines)

Barrier Vehicle #1 and TMIA
Required.

Barrier Vehicle #2 is Required
and TMIA Recommended.

oR im

760 FT.
(19 Skip Lines)

Cone spacing
not fo exceed
40 FT.
760 FT. (1 Skip Line)
(19 Skip Lines)

B (Optional)

DR o
S anans
s

1000 FT.
(2 Reference Markers)

1500 FT.
(3 Reference Markers)

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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FREEWAY OR EXPRESSWAY 1 _._m
Notes: -
1. Short-term stationary is daytime work that occupies 100 FT. Max. 1
a location for more than 1 hour within a single daylight (25 Skip Line) §
period. Cone spacing not
2. The barrier vehicle shall be an unoccupied large dump to exceed 40 FT.
truck with the parking brake set and with the front wheels (1 Skip Line)

turned away from the employees in the work area.

3. There shall be no workers, equipment, or other vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barier Recommended
vehicle will add to the safety of the work area.

5. State Law signs (NYR9-11 or NYR9-12) are opficnal
if anticipated work duration is less than 4 hours. If
used, State Law sign to be placed 1000 FT. in advance
of initial warning sign.

4Roll Ahead Distance
80FT.
+ (2 Skip Lines)

Barrier Vehicle
,_1’::‘;:‘ Shoulder and
Speed based on Taper TMIA Required See Note 4
Limit
{MI';’IH) Lane Shift based on
4'-6' Shift

10 [ 11"] 12
55 | 550’ | 605’ | 660 | 75°-110°
60 | 600’ | 660’ | 720" | 80-120°
65 | 650’ | 715" 760° | 90°-130°

See Table for
Lane Taper
Distance

This sign shall be located
G20-2  aMaximum distance of
48x24 in. 500" (12 Skip Lines) past

the work area.
48)(24 in.

W20-5L ’ W4-2L

Y

1 See Table for
Shoulder Taper
y Distance

W20-1
48x48 in. 1000 FT.

(2 Reference
Markers)

A8x48 in. 48x48 in.

,” Work Area

Arrow Panel
(Caution Mode)

IEEER  Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

1500 FT.
(3 Reference Markers)

2600 FT.

SHORT-TERM STATIONARY (5 Reference Markers)

OPERATION INVOLVING
LEFT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8FT.)
ON
FREEWAY OR EXPRESSWAY

b
’

1

AUGUST 2008 TAST-E6 NOT TO SCALE
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FREEWAY OR EXPRESSWAY

Notes:

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single daylight
period.

2. The barrier vehicle shall be an unoccupied large dump
truck with the parking brake set and with the front wheels
turned away from the employees in the work area.

3. There shall be no workers, equipment, or cther vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
LEFT TWO LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008

TAST-E7

mion

Spotter
Recommended

Bl .-

b

.|

vehicle will add fo the safefy of the work area. Barrier

5. State Law signs (NYR9-11 or NYRS-12) are optional Vehicle#2 3,
if anticipated work duration is less than 4 hours. If Requred 2| B
used, State Law sign to be placed 1000 FT. in advance and TMIA g Dis
of initial waming sign. Recommended ©°

NYW8-33 T
48x24 in. 1500 FT.
(3 Reference Markers)
This sign shall be located
- G202 a Maximum distance of
48x24in. 500" (12 Skip Lines) past
the work area.
W9-2R W20-1
43x48 in. 48x48 in.
(Optional) e
W20-5aL W4-2L
48x48 in. sexasin. i OR ;
Work Area 8
1000 FT.
Arrow Panel {2 Reference Markers)
{Caution Mode)
Barrier Vehicle with TMIA AN
NYSDOT

k

k

oS

-

'Roll Ahead Distance
BOFT.

#

v (2 Skip Lines)

Barrier Vehicle #1
and
TMIA Required

Cone spacing
not to exceed

40 FT.
k (1 Skip Line)
T20FT.
(18 Skip Lines)

3

-

[

750 FT.
(19 Skip Lines)

‘

750 FT.
(19 Skip Lines)

g

-

-y ’ (Optional)

T20 FT.
(18 Skip Lines)

A

200 FT.
v (5 Skip Lines)

-

1500 FT.
(3 Reference Markers)

J-_‘L’
-

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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